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	BOEING
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Please complete a separate form for each product submitted.

TEST(S) REQUESTED:
	Category:
	Boeing Test(s):

	Vertical (60 second)
	☐ BSS 7230 F1

	Vertical (12 second)
	☐ BSS 7230 F2

	Horizontal
	☐ BSS 7230 F3 (2.5”); ☐ BSS 7230 F4 (4.0”)

	45 Degree (Cargo Floors)
	☐ BSS 7230 F5

	60 Degree
	☐ BSS 7230 F6 (BSS 7324)

	Smoke Density
	☐ BSS 7238:	☐ Flaming Mode (Mandatory); ☐ Non Flaming Mode (Optional)
	☐ Wire & Cable, Flaming & Non Flaming Modes

	Combustion Toxicity
	☐ BSS 7239: ☐ Flaming Mode (Mandatory); ☐ Non Flaming Mode (Optional)

	Oil Burner Seat Cushion Fire Blocking
	☐ BSS 7303

	Rate of Heat Release (OSU)
	☐ BSS 7322

	Oil Burner Cargo Liner
	☐ BSS 7323: ☐ Sidewall; ☐ Ceiling; ☐ Sidewall & Ceiling

	Power Plant Flame Penetration
	☐ BSS 7338: ☐ Fire Resistant; ☐ Fireproof

	Insulation Flame Propagation
	☐ BSS 7365

	Insulation Burnthrough
	☐ BSS 7387



OTHER TEST(S) REQUESTED: (Please specify): 									
															


WITNESSING OF TEST(S) and/or TEST EQUIPMENT REQUIRED?
☐ NO; ☐ YES (please furnish details): 										


IS THERE A TEST PLAN NUMBER? ☐ NO; ☐ YES: Plan No.								


SAMPLES ARE BEING TESTED FOR:	☐ Product Development	☐ Release Testing
	☐ Screening Tests	☐ Other (describe): 				


-- Continued on Page 2 --


[bookmark: _Hlk29122530]Client Confirmation: We confirm that the above information is complete and understand that the performance of the services described are governed by the SGS General Conditions of Service included found at http://www.sgs.com/en/Terms-and-Conditions.aspx.		INITIALS: 	





TEST ORDER FORM (Page 2 of 5)




Additional Information Required for BSS 7365

	Product Type to Be Tested:
	Number of Piece(s) of Each Product Required:

	☐ Insulation Batts:
	13 pieces: 23.0” x 12.5”

	☐ Foams:
	13 pieces: 23.0” x 11.5”

	☐ Damping Parts:
	13 pieces: 4” x 12”

	☐ Hook and Loop:
	13 pieces: 4” x 12” [Sketch available upon request.]

	☐ Tape: 
	13 pieces: 23.0” x 12.5” [Sketch available upon request.]

	☐ Other (Please describe): 											







Additional Information Required for BSS 7387*

	Clamp Support System Requested:
	☐ Standard Weight Material (12 horizontal clamps)

	
	☐ Light Weight Material (12 horizontal clamps and 4 vertical clamps

	
	

	Specimen Set Installation:
	☐ Standard

	
	☐ Alternate: Please specify procedure: 																																									




* Standard support and standard installation will be used in the absence of instructions.




-- Continued on Page 3 --
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PRODUCT DESCRIPTION: The report that is issued by SGS North America is based on your product description. SGS North America suggests that this information be as detailed as possible. Suggested parameters include but are not limited to:

Lot No.: 			 Date of Mfg.: 						
Style: 											
Composition: 											

Weight: 	 Density: 			 Thickness: 					

Product End Use: 											

Additional Information: 											

											




DO YOU REQUIRE YOUR SAMPLES TO BE RETURNED TO YOU: ☐ NO; ☐ YES 	CARRIER: 					
		ACCOUNT #: 					




LITIGATION: We need to know if the test is part of a lawsuit.
IS THIS TESTING PART OF ANY ACTUAL OR INTENDED LEGAL ACTION, CLAIM, OR SIMILAR ACTION? ☐ NO*; ☐ YES
* Failure to answer will be considered “no”.
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CLIENT’S P.O. #: Optional. Only required if it is related to the proper processing of our invoice to you for payment.

															



SPECIAL INSTRUCTIONS: All special instructions contained in your purchase order, such as testing modifications, extra report copies, invoice distribution, etc., must be repeated on this test order form. Testing will be conducted as directed by this test order form which supersedes the purchase order.

											

											

											



COMPANY DATA: Please complete all three columns. Where appropriate, “same” may be entered in Columns 2 and 3. Unless otherwise instructed, all reports will be sent to the company identified in Column 1.

	
	(1)
	(2)
	(3)

	
	COMPANY SUBMITTING SAMPLE
	COMPANY TO APPEAR ON REPORT
	COMPANY BILLING ADDRESS

	Person’s Name:
	
	
	

	Company Name:
	
	
	

	Address:
	
	
	

	
	
	
	

	Telephone #:
	
	
	

	E-mail:
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CLIENT UPDATE (OPTIONAL):
☐ Existing account; ☐ New account

	In a few words, what brought you to SGS North America? 						

														




															
															


[bookmark: _Hlk28675652]SEND SAMPLES TO:	SGS NORTH AMERICA, INC.
	96 ALLEN BOULEVARD, SUITE D
	FARMINGDALE, NY 11735 U.S.A.
Federal EIN # 13-3041390

	Tel. +1 631-293-8944
	Fax +1 631-293-8956
	E-mail: rosemary.billelo@sgs.com


SAMPLES THAT ARE RECEIVED WITHOUT APPROPRIATE INFORMATION MAY BE DELAYED IN TESTING PENDING RECEIPT OF SUCH INFORMATION.


[bookmark: _Hlk22742609]The services described herein are governed by the SGS General Conditions of Service. Attention is drawn to the limitation of liability, indemnification, and jurisdiction issues defined therein. Authorization to perform the services, including but not limited to the issuance of a purchase order, shall indicate acceptance of the SGS General Conditions of Service found at http://www.sgs.com/en/Terms-and-Conditions.aspx. Any other terms and conditions, including those identified in Client’s purchase order are expressly rejected, unless otherwise agreed to in writing by an authorized representative of SGS.
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AUTHORIZED SIGNATURE: 								DATE: 				
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Introduction
Products requiring Boeing tests normally follow the same pattern as the FAR as discussed below.

There are two significant differences between the FAR and the Boeing requirements.

1.) Boeing may require Smoke Density testing on many products used in their aircraft.

2.) Boeing may require Combustion Toxicity testing on many products used in their aircraft.


FAR
This discussion is based on information extracted from CFR Title 14 Part 25.

The information contained herein is offered to assist the client in selecting the test/s to be conducted by SGS North America.

The information is presented in 3 categories:

1. Aircraft Interiors
2. Aircraft Cargo Compartments
3. Aircraft Thermal and Acoustical Insulation

Selection of the test is primarily dependent on the product and its application in the aircraft.

Some examples follow:

	Carpeting:	The only test required by the FAR is the 12 second vertical flammability test.
	(Except if carpeting is used on wall panel.)

	Wall Panels:	Three tests are involved:

a. 60 Second Vertical
b. OSU Rate of Heat Release
c. Smoke Density

Please search the attached listings to determine which tests are required for your product.

As this is an informal listing, you might need to contact SGS North America so that SGS North America can guide you by the actual rule.

TEST SELECTION ASSISTANCE (Page 2 of 3)

	Aircraft Compartment Interiors

	PRODUCT CLASSIFICATION
	REQUIRED TEST

	Group I (Part I):
	

	Galley Structure
	Vertical (60 Second)

	Interior Ceiling Panels
	AND

	Interior Wall Panels
	Smoke Density

	Large Cabinet Walls
	AND

	Partitions
	Rate of Heat Release (OSU)

	Stowage Compartments
	

	
	

	Group I (Part II):
	

	Structural Flooring
	Vertical (60 Second)

	
	

	Group II (Part I):
	

	Air Ducting
	Molded & Thermoformed Parts
	Vertical (12 Second)

	Air Ducting Joints
	Padding
	

	Coated Fabrics
	Textile Products
	

	Draperies
	Thermal & Acoustical Insulation
	

	Electrical Conduit
	Transparencies
	

	Floor Coverings
	Trays & Galley Furnishings
	

	Joint & Edge Coverings
	Trim Strips
	

	Leather
	Upholstery
	

	
	

	Group II (Part II)
	

	Seat Cushions:	1. Individual Components
	Vertical (12 Second)

		2. Seat Cushion Mockup
	Oil Burner Seat Cushion Fire Blocking

	
	

	Group III
	

	Motion Picture Film
	Safety Film as per Standard Specifications for Safety Photographic Film PH 1.25

	
	

	Group IV
	

	Clear Plastic Windows & Signs
	Horizontal (2.5 in/min)

	Edge Lighted Instrument Assemblies Consisting of 2 or more 	Instruments in Common Housing
	

	Parts Constructed in Whole or in Part of Elastomeric Materials
	

	Seat Belts
	

	Shoulder Harnesses
	

	
	

	Group V (Part I)
	

	Items Not Specifically Described Above in Groups I through IV
	Horizontal (4 in/min)

	
	

	Group V (Part II)
	

	Excluded Items: Electrical wire & cable insulations and small 	parts such as knobs, rollers, etc. which would not 	contribute significantly to the propagation of a fire.
	Subject to FAA / DER determination

	
	



Extracted from FAR Part 25. Substantially the same guidelines apply to Airbus and Boeing,
except Smoke Density and Combustion Toxicity might additionally be required.
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	Aircraft Cargo & Baggage Compartments

	PRODUCT CLASSIFICATION
	REQUIRED TEST

	Group I (Part I)
	

	Ceiling & Sidewall Liner Panels
	Vertical (12 Second)

	Class B & E Compartments
	AND

	
	45 Degree

	
	

	Group I (Part II)
	

	Ceiling & Sidewall Liner Panels
	Oil Burner Cargo Liner

	Class C Compartments
	

	
	

	Group II
	

	Floor Panels
	Vertical (12 Second)

	Class B, C, & E Compartments
	AND

	
	45 Degree

	
	

	Group III (Part I)
	

	Insulation Blankets
	Vertical (12 Second)

	Cargo Covers
	

	
	

	Group III (Part II)
	

	Tiedown Equipment
	Horizontal

	Containers
	

	Bins
	

	Pallets
	



	Thermal & Acoustical Insulation

	PRODUCT CLASSIFICATION
	REQUIRED TEST

	Insulation Batts
	Insulation (Flame Propagation)

	Foams
	

	Damping Parts
	

	Hook and Loop
	

	Tape
	

	
	

	Insulation used in the bottom half of the fuselage require an 	additional test.
	Insulation (Burnthrough)



	Engine Compartment Firewalls

	PRODUCT CLASSIFICATION
	REQUIRED TEST

	All firewall components
	Power Plant Oil Burner Fire Penetration (2000º F)

	Shrouds
	

	Cowling and Nacelle Skin
	



Extracted from FAR Part 25. Substantially the same guidelines apply to Airbus and Boeing,
except Smoke Density and Combustion Toxicity might additionally be required.
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